
	� Stainless Steel body
	� Heater base made of compressed ceramic fiber
	� Higher coil thickness
	� Coil without welding where indicated
	� Professional combustion head
	� Diesel pump: double pipe with solenoid valve
	� High voltage transformer
	� Aluminium fan
	� Autonomous fan motor 12V / 24V / 230V / 400V
	� Thermic protection on 230V / 400V motor winding
	� Outlet: 1/2”G
	� Diesel nozzle
	� Ignition electrodes
	� Carbon cables with waterproof high voltage plugs
	� Copper diesel pipe

	� Corpo in acciaio INOX
	� Fondo caldaia in fibra ceramica compressa
	� Spessore serpentina maggiorato
	� Tubo serpentina senza saldatura (dove previsto)
	� Testata di combustione professionale
	� Pompa gasolio: bitubo con elettrovalvola
	� Trasformatore alta tensione
	� Ventilatore in alluminio
	� Motore ventilatore autonomo 12V / 24V / 230V / 400V
	� Protezione termica per motori 230V / 400V
	� Uscita acqua: 1/2”G
	� Ugello gasolio
	� Elettrodi di accensione
	� Cavi al carbonio con connettori per alta tensione a tenuta stagna.  
	� Tubo gasolio in rame

CARATTERISTICHE /  MAIN FEATURES

ACCESSORI  OPZIONALI  /  OPTIONAL ACCESSORIES

SU RICHIESTA /  ON DEMAND

PORTATA MAX 
MAX FLOW RATE

DIESEL

	� Housing for thermostat
	� 12V DC - 24V DC - 220V AC - 24V AC  electrovalves available
	� Different pressure or flow
	� Coil without welding

	� Control panel with switch and thermostat
	� Stainless Steel 304 or 316 coil
	� Flame control photocell
	� Centering ring

	� Collettore porta sonda termostato
	� Elettrovalvole a 12V DC - 24V DC - 220V AC - 24V AC
	� Pressione o portata su richiesta
	� Serpentina senza saldatura

	� Quadro di comando con interruttore e termostato
	� Tubo serpentina in acciaio inox 304 o 316
	� Fotocellula controllo fiamma
	� Anello di centraggio

ACCESSORI  OPZIONALI 
OPTIONAL ACCESSORIES

PRESSIONE MAX 
MAX PRESSURE

RENDIMENTO 
PERFORMANCE

CONSUMO DIESEL 
DIESEL  CONSUMPTION

Consumo stimato calcolato alla pressione 
del gasolio di 12 bar 
Estimated consumption calculated at the 
diesel pressure of 12 bar

1.018.02.006 - H: 190mm - IN: 102x48 mm
1.018.02.007 - H: 150mm - IN: 72x72 mm
1.018.02.008 - H: 230mm - IN: 136x54 mm

Lt/h:   	 9.45 
Gph: 	 2.49

30 LITRI/LITRES

110.000 Kcal/h 	  128 Kw 
436.000 BTU 		   128 Kw

Bar:   	 500.00 
Psi: 	 7251.89

Lt/min:	  30.00 
Gpm:	  7.9

BIG

ESTENSIONE CAMINI 
CHIMNEY EXTENSION

PROTEZIONE ANTIVENTO 
WIND PROTECTION

ESTRAZIONE FUMI VENTURI 
SMOKES EXTRACTION VENTURI

3.037.02.007 - H: 240 mm - IN: 136x54 mm

3.037.02.006
136x54mm - L: 416mm - Ø 123 mm

PRESSIONE MAX 
MAX PRESSURE

Bar:   	 3.00 
Psi: 	 43.51
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CALDAIE DIESEL 
DIESEL HEATERS
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Codice 
Code

Portata 
Flow Rate 

Pressione 
Pressure

Serpentina 
Coil

Ugello 
diesel 
Diesel 
nozzle

Elettrovalvola 
Electricvalve

Motore 
Motor

Peso netto 
Net weight

Lt/Min Gpm Bar Psi m ft
Tubo / Pipe

Volts-Hz Kg LbsSpessore / Thickness Ø

3.026.02.016 30 7.9 350 5076.32 38.5 126.3 3 1/2" 2.5 24V AC 400V (50) 81 178.57

3.026.02.017 30 7.9 350 5076.32 38.5 126.3 3 1/2" 2.5 24V AC 220V (50) 81 178.57

3.026.02.030 30 7.9 350 5076.32 38.5 126.3 3 1/2" 2.5 12V DC 12V 82 180.77

3.026.02.029 30 7.9 350 5076.32 38.5 126.3 3 1/2" 2.5 24V DC 24V 82 180.77

3.026.02.053 30 7.9 500 7251.89 38.5 126.3 3 1/2" 2.5 24V AC 400V (50) 81 178.57

3.026.02.047 30 7.9 500 7251.89 38.5 126.3 3 1/2" 2.5 12V DC 12V 82 180.77

3.026.02.051 30 7.9 500 7251.89 38.5 126.3 3 1/2" 2.5 24V DC 24V 82 180.77

DIMENSIONI /  DIMENSIONS

IMBALLAGGIO /  PACKAGING

PEZZI PER PALLET / PIECES EACH PALLET CM INCH KG LBS

1 66 x 80 x 117 25.9 x 31.4 x 46 96 143.3

2 120 x 80 x 115 47.2 x 31.4 x 45.2 190 451.9

53  2.09 85.5  3.37
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UNITÀ DI MISURA / UNITS OF MEASUREMENT
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